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NOTE: A & B ARE INSIDE DUCT DIMENSIONS

THREADED ROD &
ATTACHMENT TO BUILDING
STRUCTURE BY OTHERS

STRUCTURAL BASE SUPPORT

FAN SIZES 10-25: 1"x1"x3/16" ANGLE

FAN SIZES 28-36: 2"x2"x1/4" ANGLE

* HORIZ. AND VERT. BLADES (DOUBLE DEFLECTION)

PLEASE NOTE
INCLUDES 1", 1.5# THERMAFIBER INSULATION
GLUED & PINNED ON THE INTERIOR FLOOR
OF THE DISCHARGE DIFFUSER, FOR
SOUND ATTENTUATION.

DISCHARGE HEAD SHOWN WITH:
* HORIZ. BLADES (SINGLE DEFLECTION)

DISCHARGE HEAD ALSO AVAILABLE WITH:
* VERT. BLADES ONLY (SINGLE DEFLECTION)

M, V, or AA SERIES - 360° DISCHARGE DIFFUSER

SIZE OF DISCHARGE HEAD WILL VARY DEPENDING ON BLOWER, UNIT MODEL/SIZE, VIBRATION ISOLATION (IF APPLICABLE), ETC.

CONSULT FACTORY TO DETERMINE WHICH DISCHARGE HEAD WILL BE USED FOR YOUR SPECIFIC APPLICATION

A 14 16 19 22 1/4 25 28 32 38 41 44 46
B 14 16 19 22 1/4 25 28 32 38 44 44 46
C 251/2 27 1/2 301/2 333/4 457/8 48 7/8 527/8 641/2 701/2 701/2 721/2
D 251/2 27 1/2 301/2 333/4 457/8 48 7/8 527/8 641/2 67 1/2 701/2 721/2
E 12 12 16 17 18 24 26 30 35 35 35
WEIGHT 50 55 70 80 135 170 190 350 440 530 570
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