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AMC-1AD1/D2 
Single/Dual Zone Multidrop Gas Monitor 

Enclosure: ASA 61 gray enameled 16 gauge steel 
Supply Voltage: 120 VAC, 60 Hz 
Relay Contacts: Up to 4 DPDT 10A @ 250 VAC Res.  
                            max relays, up to two thresholds per channel   
                            and optional fault relay 
Calibration: See AMC-122X sensor module manual 
Dimensions: 20.32cm H x 20.32cm W x 12.70cm D 
                      (8” x 8” x 5”) 
Weight: 4.54 kg (10 lb) 
Operating Temperature: -20°C to 40°C (-4°F to 104°F) 
Storage Temperature: -40°C to 65°C (-40°F to 149°F) 
Monitor Warranty: Two years 
Indicators per Zone: 
Red LED – Alarm 
Yellow LED – Warning 
Green LED  
• LED On – Run 
• LED Flashing – Fault 
• LED Off - Off 

Functional Features:  
     Alarms disabled during warm up  
     System test switch 
     User selectable:  

• Activation delays, five minutes for Warning and/or 
Alarm set points 

• Minimum Run Timer 
• 95 dBa Audio alarm with Warning and/or Alarm set 

points 
     Hinged door 
     Optional latching relays with manual reset 
     Optional enclosure key lock 
Concentration Display – Optional 
Approvals:  CSA 22.2 No. 205 and UL 508A 
 
 

The AMC-1AD1/2 monitor provides one or two zones of 
detection in conjunction with the AMC-122X Series of 
multidrop sensor modules.  It incorporates state of the art 
sensing technology using micro-controller based design to 
provide accurate gas detection capabilities within a compact 
package. 
 
Delivering up to two zones of gas detection, The AMC-
1AD1/2 offers low cost and versatility, turning even the 
simplest job into big savings.  
 
Key Features: 
 
• Up to 8 AMC-122X series multidrop modules per zone for 

a maximum of 16 for two zones 
• Easy to install and operate 
• Up to 4 relays with ratings up to 10A @ 250 VAC Res. 
• RS 232 COM port for logging and trending  
 
 
Ordering Codes: 
 
AMC-1AD1 (single zone, two relay version) 
 
AMC-1AD2 (dual zone, four relay version) 
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AMC-1AD1 INTERNAL VIEW 

 
 
 
 
 
 
 

Warranty:  A l l  A r m s t r o n g  e q u i pm e n t  i s  w a r r a n t e d  a g a i n s t  d e f e c t s  i n  m a t e r i a l s  a n d  w o r km a n s h i p  f o r  t w o  y e a r s  
f r om  d a t e  o f  d e l i v e r y ,  e x c e p t  s e n s o r s .   P l e a s e  c o n t a c t  f a c t o r y  f o r  s e n s o r  w a r r a n t y .   D u r i n g  t h e  w a r r a n t y  p e r i o d ,  
w e  w i l l  r e p a i r  o r  r e p l a c e  c om p o n e n t s  t h a t  p r o v e ,  i n  o u r  o p i n i o n ,  t o  b e  d e f e c t i v e .   W e  a r e  n o t  l i a b l e  f o r  
a u x i l i a r y  i n t e r f a c e d  e q u i p m e n t ,  n o r  c o n s e q u e n t i a l  d am a g e .   A l l  w a r r a n t y  i t em s  m u s t  b e  r e t u r n e d  b y  p r e p a i d  
f r e i g h t .  
 
Note:  D u e  t o  o n g o i n g  p r o d u c t  d e v e l o pm e n t ,  t h e  m a n u f a c t u r e r  r e s e r v e s  t h e  r i g h t  t o  c h a n g e  s p e c i f i c a t i o n s  w i t h o u t  
p r i o r  n o t i c e .   T h e  i n f o rm a t i o n  c o n t a i n e d  h e r e i n  i s  b a s e d  o n  d a t a  c o n s i d e r e d  a c c u r a t e .   H o w e v e r ,  n o  w a r r a n t y  i s  
e x p r e s s e d  o r  i m p l i e d  r e g a r d i n g  t h e  a c c u r a c y  o f  t h i s  d a t a .  

 

For more information: 

Authorized Distributor 
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RELAY CONFIGURATION

TEST SWITCH

STATUS DISPLAY

AC PRIMARY

SENSOR/ALARM

ALARM RELAYS

AUDIO ALARM

ZONE 1 INPUT ZONE 2 INPUT

NEGATIVE (-)

SIGNAL (S)

POSITIVE (+)

SHIELD

NEGATIVE (-)

SIGNAL (S)

POSITIVE (+)

OPTIONAL

(2 OR 4 RELAYS)

120 VAC, 60 Hz SHIELD

NORMALLY DE-ENERGIZED

NEUT.
HOT

GND

AMC-122X SERIES
SENSOR MODULE

AMC-122X SERIES
SENSOR MODULE

ZONE 2 IS IDENTICAL
AS ZONE 1


